ANSI CLASS 125, CAST IRON LUBRICATION PLUG VALVE

GENERAL SPECIFICATIONS:

1. FACE-TO-FACE LENGTH CONFORMS TO ANSI B16.10
   "FACE-TO-FACE AND END-TO-END DIMENSIONS OF VALVES",
   CLASS 125 CAST IRON PLUG VALVES, SHORT PATTERN.
2. FLANGES CONFORM TO ANSI B16.1 "CAST IRON PIPE
   FLANGES AND FLANGE FITTINGS", CLASS 125.

L' WRENCH SOLD SEPARATELY

PARTS LIST

<table>
<thead>
<tr>
<th>NO.</th>
<th>PART NAME</th>
<th>MATERIAL</th>
</tr>
</thead>
<tbody>
<tr>
<td>125</td>
<td>STEAM JACKET</td>
<td>ASTM A351 CL 3</td>
</tr>
<tr>
<td>125</td>
<td>BODY</td>
<td>ASTM A351 CL 3</td>
</tr>
<tr>
<td>125</td>
<td>STEAM LUBRICATION PLUG VALVES</td>
<td>LUBRICATION PLUG VALVES</td>
</tr>
</tbody>
</table>

HOMESTEAD VALVES
A DIVISION OF OLSON TECHNOLOGIES, INC.
323 WICKETT ST, ALLIANT, PA 18620 (610) 376-2000

3" FIGURE 602SJ